
- Units can be operated horizontally or vertically

- Designed for direct wire, single or three-phase wiring

configurations.

- Terminal box with high-temp silicone wire.

- "L" brackets included for chain suspension or rigid mounting.

- Gold anodized aluminum housing for good,long-term 

reflectivity & corrosing resistance.

- Rugged U-Shaped Metal Sheath elements installed, 

generates large amounts of infrared radiant energy in a 

fairly concentrated area.

- Features aluminum extrusion and support clip for high 

vibration areas and rugged environments.

- High-density radiant heat,with 60° symmetric heat pattern

utilizing bright aluminum reflectors.

- UL & CSA listed for suspended high-bay indoor applications.

- HEAVY DUTY Overhead Infrared Heaters for Indoor Spot 

Heating, Zone or Total Area Heating Applications.

CH-6/13 KW

CH-2/4 KW

Fabricante de equipo original (OEM)

HEAVY DUTY 
METAL
SHEATH 
INFRARED
HEATERS



NOTE: As noted above some 3-phase models can be field converted to single phase operation

SAFETY NOTE: ALL metal sheated heating elements MUST be protected by ground fault circuit interrupting circuit breakers and / or FAST-
ACTING fuses sized as close as possible to the amps shown on the data plate. Failure to comply could result in electrocution, building fire , or 
equipment damage. 

MODELUPC 686334 KW BTU VOLTS PHASE 3PH 1PH UPC
686334

AMPS

WT (Lbs)

OPTIONAL WIREGUARDS

MODELREPLACEMENT
ELEMENT

881609

881616

881623

442008

881647

441773

881661

881678

443241

881692

441735

882804

882811

882828

882835

882842

882859

882866

882873

882880

441711

441414

441421

441438

444002

CH-212-1A

CH-220-1A

CH-224-1A

CH-227-1A

CH-248-1A

CH-257-1A

CH-420-1A

CH-424-1A

CH-427-1A

CH-448-1A

CH-457-1A

CH-620-3A

CH-624-3A

CH-627-3A

CH-648-3A

CH-657-3A

CH-1320-3A

CH-1324-3A

CH-1327-3A

CH-1348-3A

CH-1357-3A

CH-2720-3B

CH-2724-3B

CH-2748-3B

CH-2757-3B

1.8(*)

2.0

4.5

6.0

13.5

27
(*)

6,143

6,826

15,359

20,478

46,076

92,151

120

208

240

277

480

600

208

240

277

480

600

208

240

277

480

600

208

240

277

480

600

208

240

480

600

1

1

1

3 OR 1

3

3 OR 1

3

-

-

-

-

-

-

-

-

-

-

-

17.0

14.5

-

7.5

5.8

37.5

33

-

17

13.6

74.8

64.8

32.4

26.7

15.0

9.6

8.5

7.2

4.2

3.3

21.6

18.8

16.3

9.5

7.5

29.0

25.0

21.7

13.0

10.0

-

-

48.8

29.0

-

-

-

-

-

641-37211

641-33661

641-35611

641-36051

641-35621

641-50011

641-36061

641-35631

641-36071

641-35641

641-50021

641-35661

641-35611

641-36051

641-35621

641-50011

641-36061

641-35631

641-36071

641-35641

641-50021

641-36061

641-35631

641-35641

641-50021

9

15

27

43

288
CREATED

449090

449069

449076

449083

443258

HDWG-2

9 449090 HDWG-2

HDWG-4

HDWG-6

HDWG-13

HDWG-27

(*) MODEL #CH-212-1A is not UL or CSA Approved.
ALL CH-27 models are UL listed only.



RECOMENDED MOUNTING HEIGHT

HEATER SERIES MOUNTING HEIGHT

1.8 & 2.0 KW
4.5 KW

6.0 KW

13.5 KW
27.0 KW

8’ - 10’
8’ - 12’

10’ - 14’

12’ - 16’
15’ - 30’

RECOMMENDED MOUNTING HEIGHT

Metal Sheath
Heaters
Series

DIMENSIONS (IN.)

A

LENGHT

B

WIDE

C

DEPTH

CH-2

CH-4

CH-6

CH-13

CH-27

26

46.3

28.5

50.5

96.8

9

19.9

19.9

9

28.3

7.3

7.3

7.5

7.5

14.9

DIMENSIONAL DATA

CH-6, 13 & 27 kW

C

A

B

CH-2/4 kW

C

A

B

DIMENSIONAL DATA



SIZING CHART - CH SERIES

MOUNTING
HEIGHT

HEATER
MODEL LENGHT WIDE COVERAGE

(SQ. FT.)
WATTS/
SQ. FT.

8’

8’

10’

10’

10’

12’

12’

12’

16’

16’

16’

18’

18’

20’

24’

30’

14’

14’

CH-2

CH-4

CH-2

CH-4

CH-6

CH-4

CH-6

CH-13

CH-6

CH-13

CH-6

CH-13

CH-27

CH-13

CH-27

CH-27

CH-27

CH-27

8

9

11

11

12

12

14

15

16

18

18

21

24

23

28

28

33

41

8

8

10

10

10

11.5

12

13

14

16

16

18

19

20

20

23

27

32

64

72

110

110

120

138

168

195

224

288

288

378

456

460

560

644

891

1312

31.3

62.5

18.2

40.9

50

32.6

35.7

69.2

26.8

59.2

29.3

48.2

35.7

46.9

20.8

41.9

30.3

20.6

SIZING CHART - CH SERIES



225-3532
01-800-CALELEC

Para el resto de la República:

(81) 83488997
(81) 83486639

Atención a cliente:
serv@calelec.com

Calefacción Eléctrica, S.A.de C.V.
Capitán Aguilar No. 529 Col.

Lomas C.P. 64030
Monterrey, N.L. México

Note: Take into account that the CH-Series is 
design with 60 degree symmetrical reflector 
heat pattern. The sizing hart will assist you 
based on your mounting height.

REFLECTOR PATTERNS

ALL metal sheated heating elements MUST 
be protected by ground fault circuit 
interrupting circuit breakers and/or FAST-
ACTING fuses sized as close as possible to 
the amps shown on the data plate. Failure to 
comply could result in electrocution, building 
fire, or equipment damage.

SAFETY NOTE

Note: The CH-27 series includes (2) Terminal Box Assemblies, located on each 
end of the heater. All CH-27 Models are UL Listed only.

60°

MOUNTING CLEARANCE REQUIREMENT

ALL CH MODELS

ALL CH MODELS

ALL CH MODELS

CH-27 ONLY

24”

36”

72”

87”

From ceiling

From vertical suface &
from another heater

From face of heater to
combustible surface

From face of heater to
combustible surface

MOUNTING CLEARENCE REQUIREMENTS


